INDUSTRIAL SLIDING GATE OPERATOR AWOZON ®

AZSL103I1 / AZSL1041 / AZSL10SI

AUTOZON

INDUSTRIAL GATE
OPERATOR

PRODUCT DESCRIPTION:

o Industrial sliding gate operator is designed to move gates installed in
heavy industrial and commercial buildings

o Reliable and robust operator with high-performance gear motor

o Powder coated steel vandal-proof box with additional fan
ventilation and foundation plate

o It has non - stop operative capacity 24/7

o Long lasting operator with zero maintenance

o Soft start and Soft stop

o Easily accessible emergency release

o Suitable for industrial & commercial purpose etc.,

www.autozonind.com
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INDUSTRIAL SLIDING GATE OPERATOR

AZSL1031 / AZSL1041 / AZSL10SI

RECOMMENDED ACCESSORIES:

AUTOZON
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AZT21W AZT22 AZPC10 AZ RFPC 417M AZ SLGSC 332 AZKS 15
Transmitter Transmitter Photocell IP Reflector Photocell Safety Edge Kit Key Switch
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AZ WLKP 17 AZPB16 A AZFL19 AZ AF LAC 19A AZ WIFI 31A AZ GSM 30
Wireless Keypad Push Button Flash Lamp Alarm Flash Lamp Wifi Module GSM Module
GATE HARDWARE:
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Sliding Gate Double Wheel with Guide Bracket with End Cap with Nylon Sliding Gate Sliding Gate
Wheel with Bolt Drilled Fixing Plate 4 Nylon Roller Nylon Roller Roller Track (U Shape) Rack

OPTIONAL INTEGRATION:

FACE FINGER

RECOGNITION PRINT

TECHNICAL SPECIFICATIONS:

QR CODE

AZSL103I

PASSWORD

AZSL104l
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GSM SAFETY
DEVICES

AZSL105I

Power supply

Motor Power Supply
Motor power

Maximum weight of gate

Maximum Current
Output Torque
Lubrication

Working Duty
Nominal Working Time
Working temperature
Protection Class
Product Weight

www.autozonind.com

220V -240VAC
220V AC /50 Hz

750 W
2000 Kg
4A
33Nm
Oil
S4,24/7
11-13m/ min
-20°C ~ +70°C
IP 54
40

220V -240VAC
380 VAC/50Hz

750 W
3000 Kg
4A
33Nm
Oil
S4,24/7
1 -40m/min
-20°C ~ +70°C
IP 54
41

220V =240V AC
380V AC/50Hz
1500w
4000 Kg
7A
66 Nm
Qil
S4,24/7
1 -40m/ min
-20°C ~+70°C
IP 54
46

(230VAC&380VAC)




